New Jersey Department of Transportation
1035 Parkway Avenue, PO Box 600, Trenton, New Jersey 08625-0600

Baseline Document Change Announcement

Curb Height on Bridges
BDC11MB-01
August 17, 2011

Subject: Revisions to Design Manual for Bridges and Structures, Section 3,
Subsections 13.7.1.1 and 13.11.2

Reference:  Revision to Roadway Design Manual, Section 5.6.4, BDC11MR-01, Dated
August 16, 2011

Revision to BCD-507-2 of the Standard Bridge Construction Details-2007,
BDC11D-01, Dated August 18, 2011

Section 3, Subsection 13.11.2 of the Design Manual for Bridges and Structures has been revised
to update the bridge curb height standards and to conform to the revised Design Manual for
Roadway, Section 5.6.4 as announced in BDC11MR-01. The text under Subsection 13.11.2
Sidewalks, is changed to “Where curbing is used on a bridge, the curb height shall conform to
Subsection 5.6.4 of the Roadway Design Manual and the linear curb height transition shall
conform to Standard Roadway Construction Detail CD-607-2.5.” Also, the last sentance in
Section 3, Subsection 13.7.1.1 is eliminated.

Replace the current page number 3-15 with the attached revised page.

This BDC announcement must be read in conjuction with the referenced BDC11D-01 and
BDC11MR-01.

Implementation Code R (ROUTINE)

Changes must be implemented in all applicable Department projects scheduled for Final Design
Submission at least one month from the date of this announcement. This will allow designers to
make necessary plan, specifications, and estimate/proposal changes without requiring the need
for an addenda or postponement of advertisement or receipt of bids.
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